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Product Information
•	Printing of mixed information: text, 

graphics, 1D- and 2D-barcodes (QR)
•	Direct printing on thermo-sensitive  

surfaces
•	RS-232 interface (configuration)
•	Flash Memory
•	Service Counter
•	Print out of shift-end closing data 

1. Shift by shift balance:  
	 automatic clearing of the statistic data 
2. Accumulated shift balance:  
	 manually clearing of the statistic data

Produktinformation
•	Drucken von gemischten Informationen: 

Text, Grafiken, 1D- und 2D-Barcodes (QR)
•	Direkter Thermodruck auf thermo  

sensitive Flächen
•	RS-232 Schnittstelle (Konfiguration)
•	Flash Memory
•	Service Counter
•	Erstellung von Statistiktickets 

(Schichtabschlussticket) 
1. Einzel-Schichtabschluss:  
	 automatisches Rücksetzen der  
	 Statistikdaten 
2. Kumulierter Schichtabschluss: 
	 manuelles Rücksetzen der Statistikdaten

Information sur le produit
•	Impression des informations mixtes: texte, 

graphiques, code-barres 1D et 2D (QR)
•	Impression thermique directe sur supports 

thermosensitifs
•	Interface RS-232 (configuration)
•	Flash Memory
•	Compteur de maintenance
•	Production de tickets statistiques (ticket 

fin de poste) 
1. Fin  de poste simple: 
	 remise à zero automatique des  
	 données statistiques 
2. Fin de poste cumulé: 
	 remise à zero -manuelle  
	 des données statistiques

Bonificateur
with thermal printing and four 
function keys

Bonificateur
mit Thermodruckmodul und vier 
Funtkionstasten

Bonificateur
Avec module d‘impression 
thermique et quatre touches de 
fonction

CCS 2212 / 1 KGB®



The information provided in this document is accurate at the 
time of publication. However, CCS GmbH reserves the right to 
make changes without prior notice.
© No part of this publication may be reproduced in any form 
without the prior written permission of CCS GmbH.
KGB® is a trademark of CardTEC GmbH.

Specifications

Dimensions
W 108 mm    H 105 mm    D 141 mm

Power Supply
24 V DC (5 V DC internal)
80 W max. 

Ticket
Thickness:	 0.16 - 0.25 mm
Format: 	 54 x 85.6 mm
Material:	 paper, compound

Ticket Transport Speed
Normal transport:	 400 mm/s
Printing depending 
on paper quality:	   50 - 100 mm/s

Thermal Print Head
Type:	 Bevel 
Resolution:	 8 dot/mm
Max. print width:	 48 mm

Barcode Printing Features
2D-Barcode: QR-Code
1D-Barcode: 2/5 interleave, Code128, and EAN13
                         others on request 

Interface
V.24 / RS-232: up to 230 400 Baud

Microprocessor System / Memory
Firmware upgradable Microcontroller
Service-Counter
ARM Controller 
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User Interface
Function keys

Ticket Insertion
Detection by lightbarrier

Maintenance and Service
Every 3 months or every 300 000 tickets:
	 Check thermal head
Every 6 months or every 500 000 tickets:
	 Check belts and photocells
Every 12 months or every 6 000 000 tickets: 
	 Check stepper motor and rollers

Reliability
MTBF*: 	 > 20 000 h
MCBF*: 	 > 200 000 tickets
MTTR:	 < 0.5 h in workshop 

	 * without wear parts

Complementary product to the CCS 2005 KGB®, 
CCS 2019 KGB® and CCS 2220 KGB® series. 
Available only in combination with this series.


